
Stepp SMT Mini Tank is used for distributing tack oil or emulsion materials.  Base unit includes 

burner system, roll over protection, ladder, electric brakes and gravity drain. 

Available Sizes...  

 SMT 250 gallon 

 SMT 400 gallon 

 SMT 600 gallon 

 SMT 1000 gallon 

 SMT 1200 gallon  

Design Benefits... 

 Automatic Temperature Controls 

 LP Gas or Diesel Burners 

 Hydraulic Powered Submerged Pumping System 

Options... 

 Air operated spray bars 

 Electric or Hydraulic Agitator 

 Overnight heaters 

 Agitation 

 Safety Loading Chute 

 Traffic Arrowboard 

 Fire Extinguisher 
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Quick Spec SMT 250-P SMT 400 SMT 600 SMT 1000 SMT 1200 

Material  
Capacity 

250 Gallons 400 Gallons 600 Gallons 1000 Gallons 1200 Gallons 

Empty Weight  2,000 lbs.  3,500 lbs. 4,000 lbs.  4,800 lbs. 5,500 lbs. 

GVWR 3,500 lbs.  7,000 lbs. 12,000 lbs. 14,000 lbs. 14,000 lbs.  

Dimensions 
(LxWxH) 

174”x 76”x 76” 190”x 73”x 85” 215”x 100”x 100” 241”x 88”x 94” 241”x 88”x 94” 

Diesel Burner 
BTU 

N/A 250,000 BTU 250,000 BTU 250,000 BTU 250,000 BTU 

LP Burner BTU 250,000 BTU 250,000 BTU 500,000 BTU 500,000 BTU 500,000 BTU 

Frame  
Construction 

2”x 5”x 11 ga 
Rectangular 
Steel Tubing 

2”x 5”x 11 ga 
Rectangular 
Steel Tubing 

2”x 6”x 3/16”  
Rectangular 
Steel Tubing 

3”x 8”x 3/16”  
Rectangular 
Steel Tubing 

3”x 8”x 3/16”  
Rectangular 
Steel Tubing 

Axles 
Single 

3,500 lbs. 
Single 

7,000 lbs. 
Tandem 

6,000 lbs. 
Tandem 

7,000 lbs. 
Tandem 

7,000 lbs.  

Tires 225/75R15  235/80R16 225/75R15 235/80R16 235/80R16 

Brakes 
Electric (std) 

Hydraulic (opt) 
Electric (std) 

Hydraulic (opt) 
Electric (std) 

Hydraulic (opt) 
Electric (std) 

Hydraulic (opt) 
Electric (std) 

Hydraulic (opt) 

Hitch 
3” Pintle or  
2-5/16” Ball 

3” Pintle or  
2-5/16” Ball 

3” Pintle or  
2-5/16” Ball 

3” Pintle or  
2-5/16” Ball 

3” Pintle or  
2-5/16” Ball 

Hitch Height 
Adjustable 

24”-32” 
Adjustable 

24”-32” 
Adjustable  

24”-32” 
Adjustable 

24”-32” 
Adjustable  

24”-32” 


